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Horns & Strobes

Horn with Strobe
115 VAC /24 VDC,
4 Wire

Amber, Blue or Red

24 VDC

Lights or Strobes with Horns 2 Wire

Amber or Red

Horn with Strobe
NEMA 3R, 4 Wire,

Flashing Alarm Light
with Horn

115 VAC /24 VDC
Red, Blue or Amber

Lights, Strobes, or Horns

Strobe with Horn
115 VAC / 24VDC,
NEMA 4X /3R
Amber, Blue or Red

Rotating Alarm 120V
Green, Amber, Red
or Blue

Red Housing

Hazardous Location

17 Class I Div 1 Strobes or Horns —l

Strobe Light

115 VAC /24 VDC
Clear, Amber, Blue,
Green or Red

Horn / Xenon Strobe Combo
Class |, Div 1,
Zone 124 VDC

Other Accessories

EMAIL / TEXT W
GENERATOR
25202

E-mail / Text generator

‘ ‘ Fixed Trifold Brochure.indd 1

ESTOP shut off

Strobe NEMA 3R/ 4X

Amber, Red or Blue

s

Telemetry Solutions

Strobe Light

115 VAC /24 VDC
Red or Amber

Stack Lights / Horns
24 VvDC /115 VAC

3

€<
L Tunnkey;

Horn 115 VAC

SERY

24 VDC Vibrating
Horn

l— Class I Div 2 Strobes or Horns _l

ices

Measurable Gases Symbol

Acetic Acid CH3COOH
Ammonia NH3

Arsine AsH3
Benzene C6H6
Boron Trichloride BCI3
Boron Trifluoride BF3
Bromine Br2
Butane C4H10
Carbon Dioxide PPM Cco2
Carbon Dioxide %Vol. COo2
Carbon Monoxide Cco
Carbon Monoxide CO
Chlorine Cl2
Chlorine Dioxide Clo2
Chlorine Trifluoride CIF3
Combustibles LEL LEL
Combustibles PPM PPM
Diborane B2H6
Dimethylamine DMA
Dichlorosilane DCs
Disilane Si2H6
Fluorine F2
Formaldehyde HCHO
Germane GeH4
Halocarbons HCFC
Hexane C6H14
Hexane C6H14
Hydrocarbon LEL HC
Hydrocarbon PPM HC
Hydrocarbon %Vol. HC
Hydrogen LEL H2
Hydrogen PPM H2
Hydrogen Bromide HBr
Hydrogen Chloride HCI
Hydrogen Cyanide HCN
Hydrogen Fluoride HF
Hydrogen lodide HI
Hydrogen Peroxide H202
Hydrogen Selenide H2Se
Hydrogen Sulfide H2S
Hydrogen Sulfide H2S8
lodine 12
Isobutane C4H10
Isopropy! Alcohol IPA
Methane CH4
Nitric Acid HNO3
Nitric Oxide NO
Nitrogen Dioxide NO2
Nitrogen Tetraoxide N204
Nitrogen Trifluoride NF3
Oxygen 02
Ozone 03
Pentane C5H12
Phosphine PH3
Propane C3H8
Silane SiH4
Silicon Tetrachloride SICl4
Silicon Tetrafluoride SiF4
Sulfur Dioxide S02
Sulfur Tetrafluoride SF4
Tetraethyl Orthosilicate TEOS
Trichlorosilane TCS
Trimethoxy Phosphate TMP
Trimethoxyboron T™B
Toluene C6H5CH3
Tungsten Hexafluoride WF6

11 1-Trichloroethane C2H3CI3
Volatile Organic Compound VOCs

Authorized Distributor:

WA

1.5 PPM
25 PPM
5 PPB
0.5 PPM
HCI C 0.7 PPM
HF 0.1 PPM
0.1 PPM
LEL =1.9%
5,000 PPM
5,000 PPM
25 PPM

25 PPM

0.1 PPM
0.1 PPM
C 0.1 PPM

0.1 PPM
5 PPM
HCI C 2 PPM
C 2 PPM
0.1 PPM
C 0.3 PPM
0.2 PPM
Various

LEL =1.1%

LEL = 4%

C2PPM
C2PPM

STEL C 4.7 PPM
0.5 PPM

1 PPM
0.05 PPM
0.1, 1 PPM
1 PPM
STEL C 0.1 PPM
LEL = 1.8%
400 PPM
LEL = 5%
2 PPM
25 PPM
0.2 PPM
NO2 0.2 PPM
10 PPM

0.1 PPM
LEL = 1.5%
0.05 PPM
LEL =2.1%
5 PPM
HCI C 2 PPM
HF 0.5 PPM
0.25 PPM
HF 0.5 PPM
10 PPM
HCI C 2 PPM
2 PPM

20 PPM
HF 0.5 PPM
350 PPM

Range
30 PPM

75, 100, 200, 400, 1k PPM

0.2, 1.5 PPM
various PPM
15 PPM
9 PPM
1 PPM
100% LEL
2k, 5k, 10k PPM

1.5, 5, 20, 50, 60, 100%

30, 75, 150 PPM
300, 500 PPM

3, 10, 20 PPM
1,5 PPM
0.6 PPM
100% LEL

various PPM
0.3 PPM
15 PPM
15 PPM
15 PPM

3 PPM

1, 10, 500 PPM

0.2, 0.8 PPM

0 - 5,000 (typ)

2,000 PPM

100% LEL

100% LEL

various PPM

5%, 2%, 30%

100% LEL

4,10, 2,000 PPM
9, 10 PPM
10, 15, 30 PPM

15, 30 PPM

9, 10 PPM
5 PPM
400 PPB, 3 PPM
.2 PPM
1,30 PPM
100, 2k PPM
1 PPM
100% LEL
10, 2k PPM
100% LEL
20 PPM
100 PPM
9, 15, 20 PPM
15 PPM
30 PPM
25%, 40%
0.6, 5, 100 PPM
100% LEL
1,2, 5 PPM
10 PPM, 100% LEL
0.5, 15 PPM
15 PPM
9 PPM

1, 6, 10, 20, 15, 30 PPM

9 PPM
15 PPM
15 PPM
15 PPM
500 PPM
various PPM
9 PPM
0 - 2,000 PPM

50, 100, 1k, 2k, 6k PPM

Diffusion Detector
GD-K88Ai / DC / S2 / M2A / T3A*
DC / S2 / M2A / GD-K88Ai
SD-1GH
GD-K88Ai

GD-K88Ai
DC /S2/M2A / SD-1GP / PS2
RI-600 / DC / S2 / M2A
RI-600 / DC / S2 / M2A / T3A*
GD-K88AI
EC-600/DC/S2/
M2A / M Series / T3A*
GD-K88Ai / DC / S2 / M2A / T3A*
DC / M2A / T3A*

DC /82 /M2A / T3A* / SD-1GP / PS2

SD-1GH
GD-K88AI
GD-K88AI
GD-K88AI
GD-K88AI

T3A*

SD-1GH
S2/SD-1GP /DC / M2A / PS2
M2A /S2/SD-1GP / DC / PS2

SD-1GH

DC/S2/M2A/SD-1/T3A*
H2 Specific / PS2
DC/S2/M2A / SD-1GP /
H2 Specific / PS2
H2 Specific / SD-1GH / T3A*

T3A*
DC /S2 / M2A / GD-K88Ai / T3A*
T3A*

GD-K88Ai-H2S
DC /82 / M2A / M-Series / T3A*
DC /82 /M2A / GD-A80 / PS2
SD-1GH
DC /82 /M2A / SD-1GP / PS2

GD-K88Ai / T3A*
GD-K88Ai / T3A*

OX-600/DC /S2/M2A / T3A*
T3A*

DC /82 /M2A / SD-1GP / PS2
GD-K88Ai / DC / S2 / M2A / T3A*
DC /82 /M2A / SD-1GP / PS2
GD-K88AI
GD-K88AI

DC /82 / M2A / GD-K88Ai / T3A*

SD-1GH
SD-1GH
SD-1GH / VOC Pro / Air Alert

Toll Free: (800) 754-5165 » Phone: (510) 441-5656

Sample Draw
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D

35-3001 / GD-D58GH / GD-70D

35-3001

35-3001

GD-70D
35-3001-CO

GD-70D

GD-70D

35-3001 / GD-D58 / GD-70D

GD-70D / GD-D58GH
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
FP-330
GD-70D

RI-257 / GD-70D

GD-70D / GD-D58GH

35-3001 / GD-D58

35-3001-LEL / GD-D58 / GD-70D

GD-70D / GD-D58GH
GD-70D

GD-70D / GD-D58

GD-70D / GD-D58GH
GD-70D
GD-70D

GD-70D

GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
35-3001-H2S
GD-70D

35-3001 / GD-D58 / GD-70D

GD-70D / GD-D58GH
GD-70D / GD-D58
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D

35-3001-OXY / GD-70D

GD-70D
35-3001 / GD-D58
GD-70D

35-3001 / GD-D58 / GD-70D

GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D
GD-70D / GD-D58GH
GD-70D
GD-D58GH
GD-D58GH

www.rkiinstruments.com
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BEACON 800
GAS MONITOR

RESET

T2A / T3A / Air Alert / AirLink 6900 / AirLink T3A / AirLink Alert

T3A*

[

s § .

"NSTRUMgy

World Leader In Gas Detection & Sensor Technology
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Toxic & Specialty Transmitters

e

DNTYOIIAres
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,l Ii 2.2, - oo .
=t = — Hes peu i
i | a
; ransmitter " 0
il 1 i G Sifealls Operates with or without controller (-‘\ Smal‘t Sample Draw g-o
i Transmitters 4-20mA output ¥
] Water repellent sensor coating . p OLED display t Ej A DETECTOR
Yes Explosion Proof Explosion Proof Monitor combustibles, 02, and a wide range of toxics
Sl e 2 programmable alarm relays 35-3001 Sample Draw Plug and play intelligent sensors retain
ainless steel options . . N 2 °
Non intrusive calibration LEL, 02, H2S, CO, CO2, & H2 available calibration and sensor data Stand Alone Transmitter
Common platform (main unit / sensor / pump) for all

4-20mA and Modbus outputs

1-64 Channel fixed systems controllers w T detection methods Visual & audible al
- ; ; ; i ; isual & audible alarms :
) Internal sample pump with 100’ range No internal tubing (main unit) / No coil (pump) . uooeL GD-KBBAI
s Alarm relavs = o 2 2 2 3 Yes pie pump B Front access, no tools required, easy sensor and 3 Color alarm LEDs with buzzer 7S
o : Y S pump replacement EIectrocrllemlcz-iI, infrared, or PID =
i icati i sensor elemen
Modbus communication (MC-6400 Various communication methods available ! '
(1] i / (-20mA, LonWor, and o e a2 e i
Digital readout ' ~ : :
BEACON 800 9 &P ) AC power supply Toxic Diffusion
e = 4-20 mA (3-wire
<) 4 3 3 5 Yes 5 ( )
e Weather proof NEMA 4X enclosure 283 ] RS-485 Modbus output (88A
. =] SD-1 Series — Rel i ilabl Diffusion style head
Audible alarm ] VoceD 36 ay opt_lorE)s tatlval 'at ef Digital readout of gas name and concentration
Explosion proof, IP-65/67 magnetic-button Intertace External control buttons for easy maintenance
Alarm reset button W Monitor ppm or % LEL ranges T2A Transmitter - Intrinsically safe design
Ontlonal strobe & batterv back o & 2 ) PID Transmltter Quick response sensors
ptional strobe attery backup 8 g 8 2 2 3 No n;_? Available for H2, IPA, ACN, and ETO 2-Wire loop-powered, 4-20 mA output Many toxic sensors to choose from
=] 3 Hart icati . 3 to 5 year typical sensor life
@ N Fault alarm 5 art Communication Electrochemical Sensor PID sensor options: Low cost of ownership @
2 Digital display of gas reading with backlight T3A Transmitter —10.06Vlamp/11.7eV/10.6
w s : : . . eV ppb /10.6 eV ppm I d T ott
en wo 32 o 5 . 3 magnetic-button interface 3-Wire powered,12 to 35 VDC operating voltage Wire powered, 12 to 35 VDC operating voltage nNAaoor Iransmitcters
) ) 3 i
S8 Max 3 3 4 Yes g Electrochemical, infrared or catalytic bead sensors 4-20 mA (3-wire) output
i 5 B Digital display of di ith backliaht 3 magnetic-button interface Operates with or without a controller
A g el Gl sy Qe [ekle g Vil e il RS-485 Modbus output Tri-color visual alarm display:
- RS-485 Modbus output - Green=Normal, Yellow=Alarm 1, Red=Alarm 2
E > i Large easy to read digital display
7 = 2 8/12 4 0 4+ N > Three power options: 115 VAC, 24 VDC, or 2 AA alkaline
g 0 g H H Operates up to 1 year on one set of AA alkaline batteries
| e T 5 : Digester Gas Monitor
Analog Controller | i & 35 3
n a '
] J ‘ RK o Monitors gases produced by digester process
; ) | a0 | % % Corrosion resistant design
l . - J & 64 4* 0 4* No ® ’ - Housing deS|gneq for extreme environments
g D & - Internal construction for extreme samples
7’ o g P il - Flow system designed to handle corrosive wet samples
) ’g:? o Sample system designed to handle high humidity
500’ max 18 AWG o § EI Accurately measures gases with high levels of H2S present
Controller E o=
18 AWG /5 000” S = ——
00" 16 Aw , == i
G /8,000 14 AWG - o gmf"”'
M2A 2.500' 18 AWG /5,000 = == OX-600 (02)  Remote EC-600 (CO) RI-600 (CO2)
R Transmitter ~ Remote Mount Sensor 00 16 AWG /8,000" 14 AWG © 0 ~ 25 vol% Sensor 0~ 150 ppm (1ppm / digit) 0 ~ 2k, 5k, 10k

seAcoN 110A with Cal Cup

/ 51000” 1 - L d
6 AWG / 8,000’ 14 AWG i 0 noys
2,500' 18 AwG / 5 00 i o8 2 e
,000” 16 AWG / Rk . y
i 8,000 e 000
i- | - 00 14 AWG !r 9 CASMONITOR Remore GAS MONITOR @ GA?MON?OR °

i : "3 il ‘ -—- e En --- e |
‘ v iy a | Fin —
i ; DIGESTER :‘ \\\\‘ ) %

- _QJ_

RKI’s diffusion style remote
mount detectors allow for

Alarm Relays Activate Ventilation/ R¥Y&B 94 easy calibrations in difficult e g e 0 o
Exhaust Systems S5 access areas. AirLink Wireless Solutions www.rkiinstruments.com 800 754-5165 2308/2000
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