
Gas Monitors

CFR 1926
Compliant

DANGER
CONFINED

SPACE
TEST ATMOSPHERE
BEFORE ENTERING

61% of confined space fatalities occurred during construction, cleaning or repairing activities      

compliance
Don’t be out of

“…The atmosphere within the space must be continuously monitored…for oxygen content, for flammable gases and vapors, and for potential toxic air contaminants”

— OSHA CFR 1926 Effective August 2015

 Rugged
     Easy to use
         Three year warranty

Direct Reading Monitors For

Oxygen Levels
Flammable Gas Vapors
Potential Toxic Gases
Pre-Entry Monitoring

Continuous Monitoring
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Calibration Station
SDM-3R

Confined Space kits

Smallest 4 Gas Personal 
Confined Space Monitor

GX-3R

RKI Instruments, Inc.  •  Toll Free: (800) 754-5165   •   Phone: (510) 441-5656   •   www.rkiinstruments.com
World Leader In Gas Detection & Sensor Technology

Attachable Sample 
Draw Pump

RP-3R

Authorized Distributor

LCD
Autobacklit
display

Health Check 
Indicator

Removable 
Impact resistant
boot

3 visual
alarm
LED's

Battery Life:
25 hours

Easy to replace 
color-coded  
sensors

Audible 
Alarm port

Replaceable 
Sensor/Filters

 2-Glove 
friendly 
button 

operation

H2 Compensated CO 
Sensor available

Audible 
Alarm port

3 visual alarm 
LED's

Replaceable 
Sensor/Filters

Battery Life: 
25 hours

Interchangeable 
5th gas channel

H2 Compensated CO 
Sensor available Bluetooth  

Communication
Health Check
Indicator

LCD with Auto rotation 
& backlight

Removable 
Impact resistant boot

GX-3R Pro
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