






































2014.7.14

FOR MODEL GX-6000 

SENSOR to MAIN WIRE 

0 1

CN1 
CONNECTOR 
Model : NSHR-14V-S 
Manufacturer : JST 

CN2 
CONNECTOR 
Model : NSHR-14V-S 
Manufacturer : JST 

1

14 14 

1

Wire : UL1571 AWG30 
Maximum wire length : 40mm 
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2014.7.14

BUD PCB 

1 1 2014.9.5 

SILK PRINT FOR 
PARTS SIDE 

SPECIFICATION FOR PCB 
PCB No. : RKP-91954P 
Material : Glass epoxy 
Thickness : 1.2mm 
Layer number : 2 
Thickness copper film : 35um 
Minimum conductor width : 1.6mm 
CTI : 100 above 

PARTS LIST

Mark of drawing Kind of parts Rating / Model of parts Remarks 

R1 Chip fixed resistor 
MCR18EZP_1002, ROHM or 
RK73H2BT_1002, KOA 
10k ohm / 1% , 0.25W 

Safety comp. 

SCALE 1:1
All drawings are view of parts side 

SCHEMATIC

SOLDERING SIDEPARTS SIDE THROUGH HOLE DATA

56

33.7 

MARK DIAGRAM HOLE

0.8 TH 

3.7 TH 

2.2 NTH



















2015.2.24

OSS SENSOR PCB 

0 1

SILK PRINT FOR PARTS SIDE PARTS SIDE SOLDERING SIDE 

THROUGH HOLE DATA 

SPECIFICATION FOR PCB 
PCB No. : RKP-91989P 
Material : Glass epoxy 
Thickness : 0.8mm 
Layer number : 2 
Thickness copper film : 35um 
Minimum conductor width : 0.5mm 
CTI : 100 above 

PARTS LIST

Mark of drawing Kind of parts Rating / Model of parts Remarks 

O2 SENSOR OXYGEN SENSOR Refer to M4-4080-01-01K  

R1,2 
Chip fixed resistor  or
Chip jumper

10 ohm – 1M ohm / 1%, 0.1W or 
50m ohm max,1A (1608 ) 

m

TH1,2 Chip thermistor 
Rt25 = 470 ohm -100 k ohm / 5%, 
B=3000K-5000K (1608) 

m

m marked parts are mounted or not 

SCALE 2:1 

All drawings are view of parts side 

SCHEMATIC

16.1 

16.5 






























