AVMIP/PREAMP

OXYGEN LE

L

[ I OO+

[ JdOQ”

[Jd O

[ Jd OO+

[ O OO0
[ O OO|l=
O OQ=
[d Ool°
[Jd 00"

Beacon 200

Detector/Transmitter
Terminal Strip

P1

Preliminary Release

5/20/05

0 ECR 50725-01

7/25/05

Beacon 200 Housing

Green \

Oxygen Detector,
Factory Wired

\ White

Y

0000

Not Used

4/20 24V

ZERO

TP +

SPAN *

TOXIC OXY
| oxy — —

l— toxic | RP BK w G

0000

DO NOT SCALE DRAWING

Deburr | Break Edges .010 R

All Dimensions In Inches Unless
Otherwise Noted.

Tolerances & Finishes Unless
Otherwise Noted:
XX +.010 Angles + 0° 30'

XXX £ .005 Conc. .010 TIR

Fractions + .015 Finish

MATERIAL: N/A

INSTRUMENTS

RKI Instruments, Inc.

www.rkiinstruments.com

Finish for O-ring Grooves, 3 Sides
32

TiITLE: Wiring Diagram , OXY, Capillary Type,

FINISH: N/A to Beacon 200
A DRAWN PART NUMBER: REVISION:
BY: CW/DJ 65-2513RK-R06 0
SCALE:None APPROVED BY:

‘ DATE: 5/20/05

PAGE 1 OF1




