
A
125

32

DO NOT SCALE DRAWING
Deburr Break Edges  .010 R

Tolerances & Finishes Unless 
Otherwise Noted:

.XX ± .010 Angles ± 0° 30'

.XXX ± .005 Conc. .010 TIR

Fractions ± .015 Finish

Finish for O-ring Grooves, 3 
Sides

All Dimensions In Inches Unless 
Otherwise Noted.

MATERIAL: N/A

FINISH: N/A

SCALE: N/A

TITLE: General Wiring Diagram, Beacon 200

APPROVED BY:

REVISION:
0        

PAGE 1 OF 1DATE: 9/21/01

RKI Instruments, Inc.
Hayward, CA 94544

DRAWN BY:
SH/CW          

PART NUMBER:
72-2102RK-R02

2/22/050 Release per ECR #41027-02

ALARM DEVICE 
POWER

OXYGEN

+    S

AMP/PREAMP

SEE DETECTOR WIRING DIAGRAM

+    S + R   W    G    B

CHANNEL 2

LEL

SEE DETECTOR WIRING DIAGRAM

CHANNEL 1

+ R   W    G    B

OXYGEN

LEL

BUZZER
(FACTORY WIRED)

AMP/PREAMP

CHANNEL 2 RECORDER
4- 20mA OUT,1K MAX

CHANNEL 1 RECORDER
4- 20mA OUT,1K MAX

RESET SWITCH
(FACTORY WIRED)

24 VDC
BATTERY

Detector Wiring

NO NC   C

Contact Rating of 10 Amps 
Resistive at 250 VAC for Each 
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